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Network System. Applied Sciences (Switzerland), 2019, 9, 1884. 1.3 79
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31 Resonator-Inspired Metamaterial Sensor: Design and Experimental Validation for Measuring Thickness
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32 A Compact Ultrawideband Antenna Based on Hexagonal Split-Ring Resonator for pH Sensor
Application. Sensors, 2018, 18, 2959. 2.1 33

33 Ultra-Wideband (UWB) Antenna Sensor Based Microwave Breast Imaging: A Review. Sensors, 2018, 18,
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34 Microwave Imaging for Breast Tumor Detection Using Uniplanar AMC Based CPW-Fed Microstrip
Antenna. IEEE Access, 2018, 6, 44763-44775. 2.6 71

35 Pattern Reconfigurable Dielectric Resonator Antenna Using Parasitic Feed Elements for LTE Femtocell
Base Stations. Journal of Communications, 2018, , 242-246. 1.3 3

36 Development of Reconfigurable Antenna for Advanced Tracking Technology. Indonesian Journal of
Electrical Engineering and Computer Science, 2018, 10, 672. 0.7 2
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38 Transparent solar antenna of 28 GHz using transparent conductive oxides (TCO) thin film. Journal of
Physics: Conference Series, 2017, 852, 012036. 0.3 17

39 Design and parametric investigation of directional antenna for microwave imaging application. IET
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40 Microwave Breast Phantom Measurement System With Compact Side Slotted Directional Antenna. IEEE
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42 An experimental method to determine maximum resolving power in antenna array for transient radio
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43 Compact microstrip patch antenna for multi-service wireless communications. , 2017, , . 2

44 A new method in designing dipole-based antenna for transient radio telescope system. , 2017, , . 0

45 A tuning fork-shaped microstrip patch antenna for X-band satellite and radar applications. , 2017, , . 5
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50 Design of a Miniaturized Meandered Line Antenna for UHF RFID Tags. PLoS ONE, 2016, 11, e0161293. 1.1 17
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52 Analysis of EM absorption reduction using paper based negative indexed metamaterial shielding. , 2016,
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84 Printed Wide-Slot Antenna Design with Bandwidth and Gain Enhancement on Low-Cost Substrate.
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85 Analysis of Resonance Response Performance of C-Band Antenna Using Parasitic Element. Scientific
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88 Bandwidth Enhancement of a Dual Band Planar Monopole Antenna Using Meandered Microstrip
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Technology Letters, 2014, 56, 69-72. 0.9 5
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EFFECTS OF ELECTROMAGNETIC ABSORPTION TOWARDS HUMAN HEAD DUE TO VARIATION OF ITS
DIELECTRIC PROPERTIES AT 900, 1800 AND 1900 MHZ WITH DIFFERENT ANTENNA SUBSTRATES. Progress in
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200 Compact planar antenna for UWB applications. , 2010, , . 21

201 Traffic Driven Handoff Management Scheme for Next Generation Cellular Networks (NGCN). , 2010, , . 3

202 Performance evaluation of macro diversity handover technique for multi-hop relay cellular
networks. , 2010, , . 1

203 Compact Dual Band Microstrip Antenna for Ku-Band Application. Information Technology Journal,
2010, 9, 354-358. 0.3 17

204 Linear Polarized Patch Antenna for Satellite Communication. Information Technology Journal, 2010, 9,
386-390. 0.3 6

205 Multipath Comparison for GPS Observation MASS Station Data and RTK Station. Jurnal Kejuruteraan,
2010, 22, 11-22. 0.2 0

206 Multipath Error Determinant for Pseudo Ranges Observation Data at RTK (Real Time Kinematic)
Reference Stations in Malaysia. Jurnal Kejuruteraan, 2010, 22, 31-42. 0.2 0

207 MULTI-SLOTTED MICROSTRIP PATCH ANTENNA FOR WIRELESS COMMUNICATION. Progress in
Electromagnetics Research Letters, 2009, 10, 11-18. 0.4 74

208 REDUCTION OF SPECIFIC ABSORPTION RATE (SAR) IN THE HUMAN HEAD WITH FERRITE MATERIAL AND
METAMATERIAL. Progress in Electromagnetics Research C, 2009, 9, 47-58. 0.6 42

209 BROADBAND E-H SHAPED MICROSTRIP PATCH ANTENNA FOR WIRELESS SYSTEMS. Progress in
Electromagnetics Research, 2009, 98, 163-173. 1.6 94

210 DESIGN ANALYSIS OF HIGH GAIN WIDEBAND L-PROBE FED MICROSTRIP PATCH ANTENNA. Progress in
Electromagnetics Research, 2009, 95, 397-407. 1.6 71

211 Design of compact ultrawideband patch antenna for wireless communications. , 2009, , . 3

212 Modified E-H shaped microstrip antenna for wireless systems. , 2009, , . 8

213 Patch antenna design for WLAN system. , 2009, , . 2

214 Development of a Multiband VHF Antenna for Low-Frequency Transient Radio Telescope. Journal of
Electromagnetic Waves and Applications, 2009, 23, 1843-1854. 1.0 5

215 A proficient channel estimation method for MIMO system. , 2009, , . 0

216 Ionospheric and geomagnetic disturbances during the 2005 Sumatran earthquakes. Journal of
Atmospheric and Solar-Terrestrial Physics, 2009, 71, 1992-2005. 0.6 23



14

Norbahiah Misran

# Article IF Citations

217 The Hurst exponents of the geomagnetic horizontal component during quiet and active periods. ,
2009, , . 9

218 Design and implementation of Alamouti encoder for 4G wireless system. , 2009, , . 3

219 An efficient hybrid detection algorithm for a full rate quasi-orthogonal prolonged MIMO MC-CDMA
systems. , 2009, , . 0

220 Dual band folded patch antenna for WLAN operation. , 2009, , . 4

221 Design of a compact dual band microstrip antenna for Ku-band application. , 2009, , . 21

222 Reduction of specific absorption rate (SAR) in the human head with materials and metamaterial. , 2009,
, . 7

223 Compact multiband VHF antenna for transient radio telescope. , 2009, , . 6

224 Dual-polarized patch antenna for wireless communication. , 2009, , . 1

225 A stacked patch antenna for Ultrawideband operation. , 2009, , . 1

226 Ultrawideband EH shaped stack patch antenna for wireless communications. , 2009, , . 5

227 The relationship between the ionospheric and magnetic disturbances during the 28 March 2005
Sumatran earthquake. , 2009, , . 0

228 An efficient FPGA based prototyping platform for MIMO decoding. , 2009, , . 1

229 Ionospheric TEC response over Simeulue earthquake of 28 March 2005. , 2009, , . 2

230 Investigation of reconfigurability of dual-band microstrip patch antenna by utilizing MEMS switch. ,
2009, , . 1

231 Analysis of concentric split ring square reflectarray element for bandwidth enhancement. , 2009, , . 2

232 Implementation of Alamouti Encoder Using FPGA for Mimo Testbed. , 2009, , . 8

233 Design of meandering probe fed microstrip patch antenna for wireless communication system. , 2009, ,
. 1

234 Optimization of microstrip patch antenna using Particle swarm optimization with curve fitting. , 2009,
, . 21



15

Norbahiah Misran

# Article IF Citations

235 Design analysis of compact dual-band microstrip RFID reader antenna. , 2009, , . 10

236 DESIGN ANALYSIS OF FERRITE SHEET ATTACHMENT FOR SAR REDUCTION IN HUMAN HEAD. Progress in
Electromagnetics Research, 2009, 98, 191-205. 1.6 58

237 Modified E-H shaped microstrip patch antenna. IEICE Electronics Express, 2009, 6, 1350-1354. 0.3 2

238 Smart Antenna UKM Testbed for Digital Beamforming System. Eurasip Journal on Advances in Signal
Processing, 2009, 2009, . 1.0 11

239 A holistic framework for design of cost-effective minimum water utilization network. Journal of
Environmental Management, 2008, 88, 219-252. 3.8 37

240 GPS observations at quasi-conjugate points under disturbed conditions. Acta Geophysica, 2008, 56,
1179-1201. 1.0 7

241 Stacked multiple slot microstrip patch antenna for wireless communication system. , 2008, , . 3

242 Broadband monopole disc antenna with shorting post technique. , 2008, , . 0

243 Bandwidth analysis and optimization techniques of the monopole disc antenna for cellular
application. , 2008, , . 0

244 Design of broadband multi-slotted microstrip patch antenna for wireless system. , 2008, , . 9

245 Analysis of L-probe fed slotted microstrip patch antenna. , 2008, , . 2

246 Downlink performance of handover techniques for IEEE 802.16j multi-hop relay networks. , 2008, , . 4

247 Wideband Stacked Microstrip Patch Antenna for Wireless Communication. , 2008, , . 4

248 Adaptive handoff algorithm in next-generation wireless systems. , 2008, , . 1

249 Design of a broadband low cross-polarization W-shape microstrip patch antenna for MIMO system. ,
2008, , . 2

250 Design of microstrip antenna for GPS application. , 2008, , . 12

251 Design, simulation and fabrication of a microstrip patch antenna for dual band application. , 2008, , . 8

252 Compact patch antenna with folded patch feed for ultrawideband application. , 2008, , . 0



16

Norbahiah Misran

# Article IF Citations

253 Compact rectangular microstrip patch antenna for dual band application. , 2008, , . 1

254 Design and Development of Broadband Inverted E-shaped Patch Microstrip Array Antenna For 3G
Wireless Network. American Journal of Applied Sciences, 2008, 5, 427-434. 0.1 9

255 Architecture and mobility management protocols for next-generation wireless systems (NGWS). , 2007,
, . 2

256 Multiple-Band Antenna for In-building Coverage Operation. , 2007, , . 2

257 Remote Sensing of Antarctic Atmospheric Water Vapour using Ground-Based GPS Meteorology. , 2007,
, . 1

258 On the Capacity of Correlated MIMO Channels for Informed and Uninformed Transmitter at Different
Antenna Configurations. , 2007, , . 0

259 Handoff architecture in next-generation wireless systems. , 2007, , . 1

260 An Investigation on the Effects of Wall Parameters on the Indoor Wireless Propagations. , 2007, , . 2

261 A 4Ãƒâ€”1 L-probe fed Inverted Hybrid E-H Microstrip Patch Antenna Array for 3G Application. American
Journal of Applied Sciences, 2007, 4, 897-901. 0.1 5

262 Design optimisation of ring elements for broadband reflectarray antennas. IET Microwaves Antennas
and Propagation, 2003, 150, 440. 1.2 74

263 RCS reduction technique for reflectarray antennas. Electronics Letters, 2003, 39, 1630. 0.5 56

264 Concentric split ring element for dual frequency reflectarray antennas. Electronics Letters, 2003, 39,
1776. 0.5 22

265 Reflection phase response of microstrip stacked ring elements. Electronics Letters, 2002, 38, 356. 0.5 30

266 Performance of a broadband ring element reflectarray. , 0, , . 2

267 Investigation of Hand Worn Jewellery Effects on the Specific Absorption Rate in the Human Head and
Hand. Applied Mechanics and Materials, 0, 110-116, 4559-4563. 0.2 0

268 Design and Simulation of High Spectral Purity Numerically Controlled Oscillator. Applied Mechanics
and Materials, 0, 229-231, 2117-2121. 0.2 2


